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 ب بوذ شیرآلات صوعتیرواىکار و آ

 توضیحات:

 طراحی شذه است. در تولیذ ایه گریس از روغه سوتتیکاىواع شیرآلات صوعتی برای آب بوذی و رواىکاری  PX3-506 گریس

(Synthetic) همچویه، ایه گریس دارای افسودىی های آىتی  .مقاوم در برابر سوخت و حلال های هیذروکربوی استفاده شذه است

کسیذان، ضذ گاز ترش، ضذ خوردگی در برابر حلال های  PX3-506  ذ. گریسىیس می باش معذىی ، و رواىکار های جامذا

 .جه شسته نمی شودهیذروکربنی، آب، و الکل بسیار مقاوم است و به هیچ و

 
 ویژگی ها:

 مقاومت بسیار بالا در برابر حلال های هیذروکربوی 

 مقاومت عالی در برابر آب و الکل 

 مقاوم در برابر گاز های ترش (H2S) 

 تجذیذ پذیر 

 کاهص اصطکاک 

 کرد:  بازه دمای عمل°C 062 تا +°C 02- 

 آنالیز: جذول

 کاربرد ها :

 اىواع شیر آلات صوعتیی و آب بوذ رواىکاری 
 

  خارجی:های  معادل

 JET-LUBE EZY TURN 12 

PLUSCO 506  

 
 
 

Specifications Method Super Soft Bulk Stick 

Base oil type  Synthetic oil Synthetic oil Synthetic oil 

Thickener type  Inorganic Inorganic Inorganic 

Dropping point ASTM D 566 None None None 

NLGI Consistency  1 2 6 

Worked penetration, 60 Dh ASTM D 217 310 – 340 265 – 295 70 – 100 

4 Ball Weld Load, Kgf ASTM D 2596 ≥ 620 ≥ 620 ≥ 620 

Operating Temperature Range -25 °C  to +260 °C -25 °C  to +260 °C -25 °C  to +260 °C 

Colour Light Brown Light Brown Light Brown 

 

 


