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 با گراىروی بالا گرافیتی بوتون گریس

 توضیحات:

س همچویه ایه گری  تولیذ شذه است. بوتونو غلیظ کووذه با گراىروی بالا  بر پایه روغه معذىی مرغوب PX3-500 BG2  گریس

است که موجب بالا رفته سطح عملکرد گریس و طولاىی تر  میکروىی گرافیتو پودر  ضذ خوردگیضذ سایش، ی افزودىی های دارا

کار می کووذ  و محیط مرطوب در دمای بالاهایی که  بیریوگ گریسکاریبرای  PX3-500 BG2گریس  شذن عمر آن می شوىذ.

 + درجه ساىتی گراد است.200ثر دمای عملکرد ایه گریس تا کدر صورت رواىکاری مکرر , حذا طراحی شذه است. 

 
 ویژگی ها:

  کثر  +C 022°عملکرد خوب در دمای بالا تا حذا

 بذون ىقطه روب     

 کسیذاسیون  مقاوم در برابر ا

 زىگ زدگیسایش و لز در برابر فت از سطح ظمحاف 

 بسیار ضذ آب 

 قابلیت تحمل فشار بالا 

  مکاىیکی خوبمقاومت 

 جدول آنالیز:

 کاربرد ها :

 هایی که در دمای بالا و رطوبت بالا کار می  بیریوگ

 کووذ.

 های کورهو ریل  ها چرخ بیریوگ 

 درب کوره ها بیریوگ 

  موجود در فر ها و کوره هاو زىجیر ىوار ىقاله 

 

 

 

Specifications Methods Conditions Unit PX3-500 BG2 PX3-500 BG3 

Base oil type    Mineral oil Mineral oil 

Base oil viscosity @ 40 °C ASTM D 445  cSt (mm²/s) 500 500 

Thickener type    Bentonite Clay Bentonite Clay 

Dropping point ASTM D 566  °C none none 

NLGI Consistency   NLGI- class 2 3 

Worked penetration ASTM D 217 60 Dh mm/10 265 – 295 220 – 250 

4 Ball Weld Load ASTM D 2296  Kgf ≥250 ≥250 

Operating Temperature Range 
-20 °C to + 160 °C  

(Peak +200 °C) 
-20 °C to + 160 °C  

(Peak +200 °C) 

Color Black Black 

 


